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AKUSTIK® - GUM SLIK ART. 1 

WIDTH	 1000 mm 

LENGTH	 1000, 3000 mm 

THICKNESS	 20 - 30 - 40 mm
	 Other on request

MATERIAL 	 open cell polyester-based 	
	 polyurethane foam 

DENSITY	 35 Kg/m3

SOUND INSULATION	 Rw = 30 dB certificate
VALUES

THERMAL	 λ = 0,029 W/mK
CONDUCTIVITY COEFFICIENT

RESISTANCE TO	 -10 +90°C
TEMPERATURE

SURFACE APPEARANCE	 flat

BASIC COLOR	 dark grey

REACTION	 polyurethane HF1 (tp UL94) 
TO FIRE	 EPDM B-s1, d0 

MATERIAL

Akustik®-Gum Slik consists of a combination of two 
layers of polyester-based open-cell polyurethane 
foam, density 35 Kg/m3, separated by special 
charged thermoplastic polymers (EPDM) from 4 to 
5,5 Kg/ m². Resistant to temperatures from -10°C to 
+90°C.Product completely bitumen free.

FIELDS OF APPLICATION

Akustik®-Gum Slik is widely used for the sound 
insulation of fixed or moveable walls, ceilings, the 
walls of soundproofed machinery cabins, and in all 
other cases of noise shielding and reduction of noise 
between communicating environments. Whenever 
special protection from external agents is required the 
product can be supplied with a protective film applied 
to the surface.

INSTALLATION

The material is in sheets or rolls and can be cut and 
shaped very easily. It can be applied to any surface, 
even curved provided that it is smooth and free of 
dust, oil or grease using NDA KOLL glue. For ceiling 
installation, we recommend the use of mechanical 
fixing.

The product can also be supplied with self-adhesive 
surface to facilitate application.

The adhesivation of the product is not a definitive 
bonding and does not guarantee the seal, it simply 
facilitates the installation if supported by glue.

POLYURETHANE FOAM SOUND-
INSULATING PANEL WITH 
INTERMEDIATE EPDM LAYER

LEGEND

SOUND INSULATION
ACOUSTIC INSULATION OF AERIAL AND STRUCTURAL NOISE OF HORIZONTAL 
AND VERTICAL PARTITIONS

COMPOSITION

   Try-layer product composed by:
A 10 mm th.polyurethane

B  EPDM 4 or 5,5 Kg/m2 

C 10 mm th. polyurethane

Rw = 62 dB

Rw = 62 dB certificate 332009 I.G.

Ln,w =43 dB certificate 332006 I.G. 1. AKUSTIK® GUM SLIK 
	 Th 20 mm 

2.	AKUSTIK® SOFT Th 20mm 
D. 30 Kg/m3

3. Plasterboard 
	 BA 12,5 mm 

4. AKUSTIK® GIPS ART. 2

5.	NDA KOLL

6.	AKUSTIK® 1 

7. Fiberglass sp. 45 mm, 
	 D. 12 Kg/m³ 
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