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TECSOUND

ROLLS	 TECSOUND 35	 1000 x 10000 mm 

	 TECSOUND 50	 1220 x 6000 mm 

	 TECSOUND 70	 1220 x 5000 mm

	 TECSOUND 100	 1220 x 4000 mm

THICKNESS	 TECSOUND 35	 2,0 mm 

	 TECSOUND 50	 2,5 mm 

	 TECSOUND 70	 3,5 mm

	 TECSOUND 100	 5,0 mm

WEIGHT	 TECSOUND 35	 4 Kg/m2 approx. 

	 TECSOUND 50	 5 Kg/m2 approx. 

	 TECSOUND 70	 7 Kg/m2 approx.

	 TECSOUND 100	 10 Kg/m2 approx.
	  

SOUND	 TECSOUND 35 	 Certified Rw = 23 dB 

INSULATION	 TECSOUND 50	 Certified Rw = 26 dB

VALUES	 TECSOUND 70	 Certified Rw = 28 dB

		  TECSOUND 100	Certified Rw = 32 dB

REACTION	  B-s1,d0 (TECSOUND 35) 
TO FIRE	  B-s2, d0

MATERIAL

TECSOUND is an high-density viscoelastic synthetic 
soundproofing membrane that offers excellent  
levels of acoustic insulation in different construction 
systems. Thank to its flexibility it is easy to install and 
it can be adapted to any shape and surface.

Available in different weights depending on the specific 
application TECSOUND also has a high degree of 
flexibility, is rot-proof, has a high resistance to aging 
and an excellent reaction to fire.

FIELDS OF APPLICATION

TECSOUND is widely used for acoustic insulation in 
the construction and industrial sectors. Thanks to 
its high density and low modulus of elasticity it is an 
excellent sound barrier, and reduce considerably the 
transmitted level of noise. It offers excellent damping for 
the vibration of metal panels and lightweight materials, 
reduces the noise produced by atmospheric agents 
on metal and wooden roofs. Finds wide application 
in plasterboard walls and ceilings, in wooden and 
floating floors, reducing footfall noises and vibrations. 
It is a specific product for the acoustic insulation of 
doors, bins, gutters, motors, compressors, industrial 
casings, etc

INSTALLATION

TECSOUND is quick and easy to apply. Available with an 
adhesive side.

TECSOUND IS THE HIGH-DENSITY 
VISCOELASTIC SYNTHETIC 
SOUNDPROOFING MEMBRANE FOR 
ACOUSTIC INSULATION

SOUND INSULATION
VLSCOELASTIC MEMBRANE FOR AERIAL AND STRUCTURAL ACOUSTIC INSULATION 
OF HORIZONTAL AND VERTICAL PARTITIONS AND SYSTEMS IN GENERAL

SOUND INSULATION VALUES
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6.-  RESULTS 

 
Sound reduction index, R, in accordance with ISO 10140-2 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

                          

 

 

 

 
 

 

 

 

 

Frequency 
(Hz) R (dB) 

         (*) 50 16,2 
         (*) 63 9,5 
         (*) 80 15,5 

100 11,9 

125 15,0 

160 16,0 

200 16,1 

250 16,8 

315 17,6 

400 20,0 

500 21,6 

630 23,3 

800 24,8 

1000 26,5 

1250 28,2 

1600 30,2 

2000 31,2 

2500 32,9 

3150 34,2 

4000 36,3 

5000 38,8 

 

 

 

ISO 717-1 Weighted sound reduction index , Rw (C; Ctr):  26 (-1; -4) dB 

CTE DB-HR A-weighted sound reduction index, RA:  26,0 dBA 
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The results reported in this document relate only to the sample, product or item delivered to LGAI Technological Center the 
appointed day having been tested under the conditions established in this document. 
 

Client: SOPREMA IBERIA, S.L.U. 

Test element: 
Specimen of high-density polymer-based membrane commercial 
reference TECSOUND 50 

Mass per unit area, m: 5 kg/m2 

Area, S, of test element: 1,77 m2 (1180 x 1500 mm) 

Date of test:  25th of April, 2017 
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6.  RESULTS 

 
Sound reduction index, R, in accordance with ISO 10140-2 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

                          

 

 

 

 
 

 

 

 

 

Frequency 
(Hz) R (dB) 

         (*) 50 17,6 
         (*) 63 14,8 
         (*) 80 21,0 

100 15,8 

125 19,6 

160 20,9 

200 21,2 

250 22,4 

315 25,0 

400 25,7 

500 27,2 

630 28,8 

800 30,3 

1000 32,3 

1250 34,2 

1600 36,1 

2000 37,4 

2500 39,0 

3150 40,6 

4000 42,8 

5000 45,6 

 

 

 

ISO 717-1 Weighted sound reduction index , Rw (C; Ctr):  32 (-1; -4) dB 

CTE DB-HR A-weighted sound reduction index, RA:  31,7 dBA 

 

9/LE766 

The results reported in this document relate only to the sample, product or item delivered to LGAI Technological Center the 
appointed day having been tested under the conditions established in this document. 
 

Client: SOPREMA IBERIA, S.L.U. 

Test element: 
Specimen of high-density polymer-based membrane commercial 
reference TECSOUND 100 

Mass per unit area, m: 10 kg/m2 

Area, S, of test element: 1,77 m2 (1180 x 1500 mm) 

Date of test:  25th of April, 2017 
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6.  RESULTS 

 
Sound reduction index, R, in accordance with ISO 10140-2 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

                          

 

 

 

 
 

 

 

 

 

Frequency 
(Hz) R (dB) 

         (*) 50 17,6 
         (*) 63 14,8 
         (*) 80 21,0 

100 15,8 

125 19,6 

160 20,9 

200 21,2 

250 22,4 

315 25,0 

400 25,7 

500 27,2 

630 28,8 

800 30,3 

1000 32,3 

1250 34,2 

1600 36,1 

2000 37,4 

2500 39,0 

3150 40,6 

4000 42,8 

5000 45,6 

 

 

 

ISO 717-1 Weighted sound reduction index , Rw (C; Ctr):  32 (-1; -4) dB 

CTE DB-HR A-weighted sound reduction index, RA:  31,7 dBA 
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The results reported in this document relate only to the sample, product or item delivered to LGAI Technological Center the 
appointed day having been tested under the conditions established in this document. 
 

Client: SOPREMA IBERIA, S.L.U. 

Test element: 
Specimen of high-density polymer-based membrane commercial 
reference TECSOUND 100 

Mass per unit area, m: 10 kg/m2 

Area, S, of test element: 1,77 m2 (1180 x 1500 mm) 

Date of test:  25th of April, 2017 
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